


Features

• It is light and can be carried easily. 
• It can be applied easily and quickly. 
• It can be used in wet areas. 
• Only applied indoors. 
• A luxurious and powerful image is obtained in an 
economical way. 
• It is scratch resistant. There is an European standard UV 
lacquer layer on the product surface. 
• It is a fire-resistant, B2 Class certified material. 
• It has successfully passed the aging tests and is long-
lasting. 
• It has antimicrobial properties. As a result of the tests, the 
microbial growth level was determined as “0” and it was 
certified at the highest level. 
• A plate measures 1220mm * 2440mm. 
• Thickness is 2.80 millimeters (± %3 



Usage Areas:

• Bathroom, Turkish Bath etc. Wet Areas 

• Kitchens and Between The Countertops 
• Interior Room Walls 
• Building Entrances 
• Hotel Lobbies 
• Elevator Entrances 
• Fair and Exhibition Areas 

• Door Surfaces (Steel Door etc.) 
• Furniture Industry (Cabinet etc.) 
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How To Apply
Wet Areas and Surfaces Requiring Liquid Insulation

Surfaces such as bathrooms, showers, rough plaster, walls, between 

countertops require liquid insulation. 

PVC Marble is applied to these surfaces with cement-based, two-

component, flexible adhesive mortar with liquid insulation feature. 

The application adhesive comes in two parts, a powder component and a 

liquid component. These two components are prepared by mixing them in 

a clean bucket with the help of  a mortar mixer. 

Then, it is completely applied with a 3-4 mm notched trowel to the surface 

on which the plate will be applied, and the plate is adhered. 

Primer is applied first on surfaces that are not clean, mortar does not hold, 

and on betopan surfaces. After the primer dries, it is applied with the 

adhesive. 

Ceramic, Marble, Drywall etc. Surfaces 

There is no need for breaking and cutting when applying on ceramic, marble, 

granite, tile, etc. surfaces. It can be directly adhered to such surfaces with 

siliconized acrylic sealant. 

Siliconized acrylic sealant is applied to the edges of  the sheet and to the middle of  

the sheet in an X shape. Then the sheet is glued to the surface 



Auxiliary Products
PVC Borders and Profiles 

Auxiliary products are optionally applied together with the PVC sheets. 

PVC borders and profiles are produced in various shapes and sizes. It 

complements the luxurious look of  marble. 

PVC borders are easily adhered with siliconized acrylic mastic. Siliconized 

acrylic mastic is applied to the PVC border and the border is adhered to the 

wall. 

Aluminum Profiles 

Aluminum profiles are a simple and elegant complement the panels

It is produced in various shapes such as T profiles, U profiles, outer corner 

profiles, inner corner profiles, edge end profiles and used appropriately. 

Between Two Plates (Joint) 

PVC Marblesheets can be applied with zero joint. Does not require grouting. 

Decorative transitions can be achieved with PVC and aluminum profiles. 

The appication adhesive completely insulates the applied surface against 

liquids, as it has liquid insulation properties. For this reason, you do not need 

to make joint application while applyingthe panels



How To Size



Packing and Order 
The minimum order quantity of  PVC Marble is one pallet. 

Orders under one pallet are considered retail. For retail orders, you 

will be directed to our nearest sales point. 

100 pieces of  PVC Marble sheets with the size of  1220 mm * 2440 

mm are one pallet. 

It can be ordered mixed from different designs. 

For example, an order of  30 pcs. Marmo Bianco, 50 pcs. Black & 

White and 20 pcs. Rosso Levanto meets the minimum requirement. 

Special Notes 

For project-based, high-volume, special orders, the length can be 

increased, provided the width is fixed, which is 1220mm. For 

example, special dimensions such as 1220 mm * 2800 mm can be 

made.
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